
       Tree pits quadratically  

 Technical description  

 
Cantilevered tree disc with watering holes and bordering, with 4 disc and 2 

enclosure segments.  
Cover for irrigation port can also be supplied as a coat of arms made of cast 

bronze. (Optional surcharge)  
 

Material: 
Cast iron GG 25 or GGG 50 (additional charge), fasteners V2A 

 
Coating: 

2 times, finish lacquer - treepit varnish, black  
 

Weight, incl. bordering: 
Approx. 240 kg 

 

Base:  
Precast concrete made from reinforced concrete , wall thickness 150 mm, 

height 250 mm, available as an accessory. 

TBS-Q-1300 



       Tree pits quadratically  

 Technical description  

 
Cantilevered tree disc with watering holes and bordering with 4 disc and 2 bor-

dering segments.  
Cover for irrigation port can also be supplied as a coat of arms made of cast 

bronze. (Optional surcharge) 
 

Material: 
Cast iron GG 25 or GGG 50 (additional charge), fasteners V2A 

 
Coating: 

2 times, finish lacquer - treepit varnish, black  
 

Weight, incl. bordering: 
ca. 318 kg 

 

Base:  
Precast concrete made from reinforced concrete , wall thickness 150 mm, 

height 250 mm, available as an accessory. 

TBS-Q-1500 



       Tree pits quadratically  

 Technical description  
 

Tree disc with watering hole consisting of 4 segments.  
Cover for irrigation port can also be supplied as a coat of arms made of cast 

bronze. (Optional surcharge)  
 

Material: 
Cast iron GG 25 

 

Coating: 
2 times, finish lacquer - treepit varnish, black  

 
Weight, incl. bordering: 

ca. 550 kg 
 

Base:  
Steel substructure of galvanized steel profiles and Precast concrete made from 

reinforced concrete, reinforced, wall thickness 150 mm height 250 mm avai-
lable as an accessory. 

TBS-Q-2000 



       Tree pits circular  

 Technical description  

 
Cantilevered tree disc with watering holes and bordering, with 4 disc and 2 

enclosure segments.  
Cover for irrigation port can also be supplied as a coat of arms made of cast 

bronze. (Optional surcharge)  
 

Material: 
Cast iron GG 25 or GGG 50 (additional charge), fasteners V2A 

 
Coating: 

2 times, finish lacquer - treepit varnish, black  
 

Weight, incl. bordering: 
ca. 255 kg 

 

Base: 
Precast concrete made from reinforced concrete , wall thickness 150 mm, 

height 250 mm, available as an accessory. 

TBS-R-1500 



       Tree pits circular  

 Technical description  

 
Cantilevered tree disc with watering holes and bordering, with 4 disc and 2 

enclosure segments.  
Cover for irrigation port can also be supplied as a coat of arms made of cast 

bronze. (Optional surcharge)  
 

Material: 
Cast iron GG 25 or GGG 50 (additional charge), fasteners V2A 

 
Coating: 

2 times, finish lacquer - treepit varnish, black  
 

Weight, incl. bordering: 
ca. 508 kg 

 

Base: 
Precast concrete made from reinforced concrete , wall thickness 150 mm, 

height 250 mm, available as an accessory. 

TBS-R-2000 



       Tree pits examples 

Tree pit TBS-Q-2000 

Tree pit  TBS-R-1500 

Watering cover as city arms 


